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Dis normlari

Sizdirmazlik
Isiya dayanimi
Hammadesi

Renk

Uriin Ozellikleri

: PG DIN 46320

: Metrik EN 60423

: NPT ANSI B1.20.1

: GAS ISO 228

: IP65/68-5Bar, 30 Min
1 -20°C+80° C

: Polyamid PA 6

: RAL 7035 (Agik Gri)

Anma Olgiisi

PG-7
PG-9
PG-11
PG-13,5
PG-16
PG-21
M12x1,5
M16x1,5
M16x1,5
M20x1,5s
M20x1,5s
M20x1,5
M20x1,5
M25x1,5
M25x1,5

RPSUR.03.01
RPSUR.03.02
RPSUR.03.03
RPSUR.03.04
RPSUR.03.05
RPSUR.03.06
RMSUR.03.01
RMSUR.03.02
RMSUR.03.03
RMSUR.03.04
RMSUR.03.05
RMSUR.03.06
RMSUR.03.07
RMSUR.03.08
RMSUR.03.09

taj Cap IIQ"

12,5
15,5
18,5
20,5
22,5
28,5
12,0
16,0
16,0
20,0
20,0
20,0
20,0
25,0
25,0

8,0
8,0
10,0
10,0
11,0
8,0
10,0
15,0
10,0
15,0
10,0
15,0
10,0
15,0

Kablo Capi "@"

4,0
5,0
6,0
10,0
13,0
3,0
50
5,0
6,0
6,0
10,0
10,0
13,0
13,0

Spiralli Seri Agik Gri Polyamid Kablo Rakorlari (RAL 7035)

m>
8,0 3,0 6,5

100,0
8,0 50,0
10,0 50,0
12,0 50,0
14,0 50,0
18,0 25,0
6,5 100,0
10,0 50,0
10,0 50,0
12,0 50,0
12,0 50,0
14,0 50,0
14,0 50,0
18,0 25,0
18,0 25,0
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