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Diş normları : TS EN 61386-22

Sıkıştırma Dayanım : Class  3

Darbeye Karşı Dayanım : Class  3

Is ıya  dayanımı : -20° C +100° C

Hammades i : Galvaniz Çel ik & PVC Kapl ı

Özel l ik : Ağır Hizmet 

Kırılma önleyici  Özel l ik

Alev i letmez UV Dayanıml ı

Ürün Özellikleri

İç Çap "Ø" Dış Çap "Ø" Ambalaj

mm mm 1 Top/Mt.

10 mm-  1/4" SPH.50.151 10,0 16,0 30,0

13 mm-  3/8" SPH.50.152 13,0 18,0 30,0

16 mm-  1/2" SPH.50.153 16,0 21,0 30,0

21 mm-  3/4" SPH.50.154 21,0 26,0 30,0

26 mm-  1 SPH.50.155 26,0 33,0 30,0

35 mm-  1-1/4 SPH.50.156 35,0 42,0 15,0

40 mm-  1-1/2" SPH.50.157 40,0 48,0 15,0

52 mm-  1-1/2" SPH.50.158 52,0 60,0 15,0

63 mm-  2-1/2" SPH.50.159 63,0 73,0 7,5

78 mm-   3" SPH.50.160 78,0 88,0 7,5

102 mm-  4" SPH.50.162 102,0 114,0 7,5

Rex - Flex Pvc İzoleli  Kalın Kaplı Galvaniz Çelik Spiral Borular

Anma Ölçüsü  Kod No
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